CE 120 – WOOD COMPRESSION
	Section (circle):
	A   B   C   D   E   F   G   H   I    J   K


	Date:
	

	Group (circle):
	1   2   3   4   5   6   7   8   9    10   11   12   13   14   15



	Data Recorder:
	
	


Perpendicular-to-Grain
Specimen description:  2"x3" SPF (spruce-pine-fir) stud select

Specimen length:  __________ (in)

Bearing plate width:  __________ (in)
Specimen width:  __________ (in)

Speed:  0.012 in/min

Specimen thickness:  __________ (in)
	Load (lb)
	Deformation (in)
	Load (lb)
	Deformation (in)

	
	0.0000
	
	0.0350

	
	0.0025
	
	0.0375

	
	0.0050
	
	0.0400

	
	0.0075
	
	0.0425

	
	0.0100
	
	0.0450

	
	0.0125
	
	0.0475

	
	0.0150
	
	0.0500

	
	0.0175
	
	

	
	0.0200
	
	

	
	0.0225
	
	

	
	0.0250
	
	

	
	0.0275
	
	

	
	0.0300
	
	

	
	0.0325
	
	


Parallel-to-Grain

Specimen description:  2"x3" SPF (spruce-pine-fir) stud select

Specimen length:  __________ (in)


Gage length:  6 in
Specimen width:  __________ (in)


Speed:  0.024 in/min

Specimen thickness:  __________ (in)
	Load (lb)
	Deformation (in)
	Load (lb)
	Deformation (in)

	0
	
	14,000
	

	1000
	
	15,000
	

	2000
	
	16,000
	

	3000
	
	17,000
	

	4000
	
	18,000
	

	5000
	
	19,000
	

	6000
	
	20,000
	

	7000
	
	
	

	8000
	
	
	

	9000
	
	
	

	10,000
	
	
	

	11,000
	
	
	

	12,000
	
	
	

	13,000
	
	
	


