CE 120 – WOOD CONNECTIONS
	Section (circle):
	A   B   C   D   E   F   G   H   I    J   K


	Date:
	

	Group (circle):
	1   2   3   4   5   6   7   8   9    10   11   12   13   14   15



	Data Recorder:
	
	


Plate-Connecter Joints
	Specimen
	Maximum Load (lb)
	Teeth
	Load/Tooth

	pine with Simpson

MP14 mending plates
	
	48
	

	pine with Simpson 
MP24 mending plates
	
	112
	


Dowel Bearing

Load direction (circle):  transverse, axial

Yield load:  __________  (lb)  (or maximum load if yield load not available)
Bolt diameter:       3/4”    

Wood width:  __________ (in)
Bearing strength:  __________ (psi)

Fastener Withdrawal

Fastener (circle):  

	nail
	6d bright common (0.114"-dia. x 2.0")

8d bright common (0.131"-dia. x 2.5")

10d bright common (0.150"-dia. x 3.0")

16d common (0.162"-dia. x 3.5")

	screw
	#8 x 1.75" wood screw, flat Phillips (0.164"-dia.)

#10 x 1.75" wood screw, flat Phillips (0.190"-dia.)

#12 x 1.75" wood screw, flat Phillips (0.216"-dia.)


Maximum load:  __________  (lb)
Janka Hardness
Specimen (circle):  

	2"x2" clear western red cedar

2"x2" composite decking

2"x2" poplar

2"x2" southern yellow pine

2"x2" red oak
	***

***

JH 600

JH 690

JH 1260


Janka hardness:  __________  (lb)
